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SUPERSTRUCTURE

PRESTRESSED CONCRETE GIRDER
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STANDARD

DETAILS

ELASTOMERIC BEARING

STD. NO. EB3

TYPE III

TYPE IV

D.L.+L.L. (NO IMPACT)

TYPE II

SERVICE LOADS
MAXIMUM ALLOWABLE

145 k

205 k

225 k

REV. 1/15        MAA/TMG

REV. 6/13       AAC/MAA

REV. 10/1/11                 MAA/GM

TRANSYLVANIA

50+83.00 -L-
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PROVISIONS.

FOR STEEL REINFORCED ELASTOMERIC BEARINGS, SEE SPECIAL 

AASHTO M251.

HAVE A SHEAR MODULUS OF 0.160 KSI, IN ACCORDANCE WITH 

THE ELASTOMER IN THE STEEL REINFORCED BEARINGS SHALL 

STRAIGHT.

ALL SURFACES OF BEARING PLATES SHALL BE SMOOTH AND 

R-5605

(SHT 3)

ALL AROUND

( TYP.)

TYPICAL SECTION OF ELASTOMERIC BEARINGS

FIXED EXPANSION

PLAN VIEW OF ELASTOMERIC BEARING

TYPE IV

SECTION E-E
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